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Iron oxide nanoparticles were coated with a polymer synthesized from the monomers of styrene,
divinylbenzene, and vinylbenzylchloride. The resultant polymer microspheres from synthesis
without nanoparticle loading are primarily monodispersed with a diameter of 3.45 m as measured
by scanning electron microscopy. The addition of 1% nanoparticles by mass appears to decrease the
size of the microspheres down to 2.04 m as well as increase the polydispersity. This trend is also
seen to continue as you add more nanoparticles to the system going from 3.45 m with 0%
nanoparticles down to below 1 m for 5% nanoparticles. This indicates that the particles are not
just incorporated into the polymer matrix but act as nucleation sites to begin the polymerization
process. The polymerization process was found to have no effect on the nanoparticles themselves as
the magnetic characterization showed only a mass dilution in saturation when corrected by thermal
gravimetric analysis. © 2009 American Institute of Physics. DOI: 10.1063/1.3077222
Functionalization of magnetic nanoparticles is a key step
for their integration into mainstream applications. This has
been accomplished by several different methods ranging
from simple chelating ligands to large polymer shells.1–5
Polymer shells have a greater effect on particle size but can
offer more stability when compared to some chelating
agents.6 The use of polymers in nanoparticle functionaliza-
tion also allows for the possibility of encapsulating or incor-
porating other components into a single composite for mul-
tiple functionality and various applications. An example of
this would be in targeted drug delivery where nanoparticles
and drugs can be encapsulated in the same polymer
bead/matrix.7 In any case, further understanding of possible
synthetic anomalies that arise from the inclusion of nanopar-
ticles in polymer synthesis is of interest.
This work investigates the coating of iron oxide nano-
particles with polystyrene-co-vinylbenzylchloride-co-
divinylbenzene that is formed by precipitation polymeriza-
tion. The divinylbenzene DVB acts as a cross-linking agent
which gives greater mechanical properties to the magnetic
nanocomposites, as compared to using styrene alone. Then
the vinylbenzylchloride confers a hydrophilic group to the
nanocomposites, which makes it possible for use in a wider
range of applications. The vinylbenzylchloride was also used
for two specific reasons. First, with the only difference to
styrene being the chlorine at the paraposition relative to the
vinyl group or polymerization site, there should be little
change in the mechanical properties and a good distribution
of vinylbenzylchloride throughout the polymer should be
achieved. This could allow for the magnetic beads to be uti-
lized in innovative column separation techniques that typi-
cally use polystyrene beads with an added magnetic compo-
nent inside the column. The second reason for utilizing
vinylbenzylchloride was to allow for the magnetic composite
to be functionalized for multiple applications through nu-
cleophilic substitution reactions at the chlorine site.
Iron oxide nanoparticles were synthesized by a polyol
technique similar to those found in the literature.8,9 In this
part of the synthesis, all chemicals were used as received.
First, 0.4 g of ironII acetate and 1 g of sodium hydroxide
were added to 25 mL of ethylene glycol. The reaction solu-
tion was quickly heated to reflux under rapid magnetic stir-
ring for 1 h. Then the reaction solution was allowed to cool
to room temperature and subsequently poured into 50 mL of
methanol. The iron oxide nanoparticles were then magneti-
cally extracted and further washed several times with metha-
nol. In order to prepare the particles for the polymerization
coating process, two further washes and extractions were
performed with anhydrous acetonitrile and sonication to re-
move surface water, methanol, or glycol. After the last aceto-
nitrile wash, the particles were dried in a vacuum oven and
kept under vacuum until used.
The polymer synthesis was carried out by similar meth-
ods used to produce polystyrene-co-divinylbenzene
microspheres10 with the addition of vinylbenzylchloride in
place of some styrene monomer. In this step of the synthesis,
the vinylbenzylchloride and azobisisobutyronitril AIBN
were used as received, but the styrene and DVB monomers
have been purified by a 0.1 M sodium hydroxide solution to
remove the inhibitor. The polymer beads and iron oxide con-
taining polymer beads magnetic nanocomposites were syn-
thesized with monomer percentages of 30% styrene, 25%
vinylbenzylchloride, and 45% DVB. The iron oxide nanopar-
ticles were added to 1 mL of monomer solution at mass
percentages of 0%, 1%, 3%, and 5%, which was then placedaElectronic mail: ecarpenter2@vcu.edu.
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under sonication to achieve a homogeneous dispersion of the
particles in the monomer solution. Next, the monomer solu-
tion or monomer/particle solution was added to 50 mL of
anhydrous acetonitrile, placed under N2 in a round bottom
flask equipped with a reflux condenser, and stirred mechani-
cally at a rate of 60 rpm. Then 20.0 mg of AIBN was added
to the reaction solution, followed by heating the solution to
75 °C to initiate the polymerization. Once the temperature
was stabilized at 75 °C, the reflux condenser was capped
with a balloon to maintain the reaction under N2, and the
reaction was allowed to age for 24 h. The reaction was then
quenched in “cold” methanol −20 °C to precipitate the
spherical polymer/nanocomposite beads. Vacuum filtration
magnetic separation for loaded samples followed by further
drying under vacuum was used to obtain the final product.
The resultant polymer microspheres from synthesis with-
out nanoparticle loading are primarily monodispersed with a
mean diameter of 3.45 m, as measured by scanning elec-
tron microscopy SEM and seen in Fig. 1. The addition of
1% nanoparticles by mass appears to decrease the size of the
microspheres down to a mean diameter of 2.04 m as well
as increase the polydispersity, as seen in Fig. 2. The differ-
ence in these two samples can be explained if the particles
act as nucleation sites for the polymer chains. In the case
without particles, the number of polymer chains should be
somewhat proportional to the amount of initiator. Then with
a uniform amount of chains being connected by cross-linker
DVB, uniformly sized spheres are achieved. When the
nanoparticles are added, this gives a site for the monomers
and forming polymer chains to orient or nucleate. This
causes the DVB cross-linking agent to be used more quickly
because the polymer chains are closer together, especially
since the DVB has been found to be more reactive than the
styrene monomer in the typical polymer synthesis.10 It also
uses more monomers around the surface of the nanoparticles
due to their high surface area, thus shortening the overall
length of the polymer chains. This trend in size reduction is
seen to continue as more nanoparticles are added to the sys-
tem. The diameters of the spheres obtained are
3.450.15 m for 0% nanoparticles, 2.040.30 m for
1%, 1.320.34 m for 3%, and 0.610.16 m for 5%,
and are shown in Fig. 3. The inset of Fig. 3 also shows that
the percent relative standard deviation increases from 5% to
above 25%, thus illustrating the increase in polydispersity as
the nanoparticle loading increases.
Thermal gravimetric analysis TGA was then used to
investigate the uniformity of the polymers formed. If in-
creased nanoparticle loading would cause the DVB to be
utilized more quickly, there should be evident differences in
the decomposition profiles, which is indeed the case. As can
be seen in Fig. 4, the 0% sample has a smooth decomposition
FIG. 1. SEM image of as synthesized polymer beads without nanoparticle
loading.
FIG. 2. SEM image of nanocomposite beads with 1% by mass nanoparticle
loading in the polymer reaction.
FIG. 3. Histograms of size measurements from SEM images of nanocom-
posites with varying nanoparticle loading percentages. Inset percent rela-
tive standard deviation plotted vs nanoparticle loading percentage.
FIG. 4. TGA plot showing decomposition profiles for the nanocomposites
and polymer beads.
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and one primary decomposition temperature. As the loading
is increased to 1%, the first major decomposition temperature
increases, which is indicative of higher levels of cross link-
ing or greater density. There is also an addition decomposi-
tion event that is not present in the unloaded polymer bead.
Increasing to 3% nanoparticles has a similar decomposition
profile to 1%, with slight differences in the later decomposi-
tion event. Then upon increasing to 5% loading, a third de-
composition event occurs. This supports the idea that more
nanoparticles would utilize the DVB more quickly, thereby
causing a more nonuniform polymer to form.
Magnetic characterization by vibrating sample magne-
tometry was performed to validate that the composites syn-
thesized were indeed magnetic and that the magnetization of
iron oxide nanoparticles was retained postpolymerization.
Figure 5 shows a hysteresis plot of the as synthesized iron
oxide nanoparticles and the nanocomposite with 5% nano-
particle loading, both measured at room temperature. As can
be seen, the saturation magnetization of the iron oxide nano-
particles was around 62 emu/g and the saturation magnetiza-
tion of the nanocomposite after polymerization was about 6
emu/g. Both samples showed a coercivity of roughly 10 Oe
at room temperature. Utilizing the TGA data for mass cor-
rection of the nanocomposite sample yielded a magnetization
of 60 emu/g of iron oxide in the sample. This value in mag-
netization, along with the confirmation of the spinel phase by
powder x-ray diffraction seen in the inset of Fig. 5, gives
evidence that the iron oxide synthesized is most likely
maghemite and was unchanged during the polymerization
process.
These results discussed indicate that the iron oxide nano-
particles are not just incorporated into the polymer matrix
but act as nucleation sites to begin the polymerization pro-
cess. Although the polymerization process was found to have
no effect on the nanoparticles themselves, the nanoparticles
had several effects on the resultant nanocomposite size and
morphology by decreasing the diameter, increasing the poly-
dispersity, and decreasing the uniformity of the polymer
composition. These effects of nanoparticle loading reported
give insight into parameters that may need to be adjusted in
order to obtain similar polymer sizes, composition, and me-
chanical properties as nanoparticle loading is increased.
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FIG. 5. Plot of magnetization vs applied field for the as synthesized iron
oxide nanoparticles and the nanocomposite synthesized with 5% loading of
iron oxide nanoparticles. Inset powder x-ray diffraction pattern of as syn-
thesized iron oxide nanoparticles.
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